
MOV provides s pike and s urge protection.
Anodized aluminum hous ing.
Adjus table mounting plate for eas y ins tallation.
Dual voltage 12 or 24 VDC s electable .
Anti-R es idual magnetis m des igned.
C omplete mounting hardware included.

Voltage Tolerance: 15%
Current Draw: 500mA@12Vdc 250mA@24Vdc

at temperature 20
Operating Temperature: -10~55 14~131
Humidity: 0~95% non-condensing.
Lock's surface Temperature (when the power is on):

current temperature +20
Holding Force: 550x2lbs 250x2 Kg
Dimensions:

Magnet:(L) 500, (W) 42, (D) 26 mm
Armature Plate:(L) 185, (W) 38, (D) 12 mm
Mounting Plate:(L) 500, (W) 25, (D) 5 mm

Special Finishes for magnet and armature plate: Zinc
Epoxy Potting Compound: E87252 (S), UL94V-0
Weight Approx. : 4.0 Kg

Regular Installation

Magnet Armature

(Power Off)

Magnet Armature

(On Power)

The products are manufactured under an ISO
9001 Certified Quality Management Program
env i ronmen t back i t s p roduc t qua l i t y,
performance and commitment to customer
satisfaction.

CE-C3D0908

GEM Electromagnetic Locks are warranted against defects in material
and workmanship while used in normal service for a period of 1 year
from the date of sale to the original customer.

W a r r a n ty :

E M04
D o u ble Min i E le c tr o m a g n e tic L o c k

U n iqu e A n ti -R e s idu a l de s ig n
When there is no power, there will be no holding force, and the push-

off button inside the Armature Plate will pop out immediately to release
the Electromagnetic Lock and the Armature Plate. The instant release
c i r cu i t f unc t i on w i l l p reven t r es i dua l magne t i sm be tween
Electromagnetic Lock and the Armature Plate.

E8031247447006

EM04 double mini electromagnetic locks are
manufactured under GEM's ISO 9001 Certified
Quality Management Program environment back its
product quality, performance and commitment to
customer satisfaction.

The fail-safe Electromagnetic Lock design with no
mechanical bolt and depending on the powerful
magnetic force to secure and release the door are
suitable for use in areas which required security
controlled access or egress such as exit door.

The model offers up to 550x2 pounds holding force
with field selectable for 12V or 24V DC dual voltage
and can be applied with access control, and with the
full range of optional brackets, it can be installed on
any type of door frames such as narrow door frame,
in-swinging door and glasses door.

It is the best choice for electronic security industry
and system integrators. More optional functions are
available in EM04 double mini electromagnetic lock
series.

The information and specifications printed in this manual are current
at the time of publication. The GEM policy is one of continual
development and improvement; therefore GEM reserves the right to
change specifications without notice.
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